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CHAPTER THREE

Fire Department Signage

Contents:

Fire Department Connection (FDC) Signage
Sprinkler Riser Room Signage

FACP Signhage

Fire Protection System Signhage

Fire Department Command Center Sighage

Purpose:

Properly identified fire protection systems will enable
Firefighters to more efficiently do their job. This means a
better outcome for the property owner.
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FDC SIGN DETAIL

<«— 3" x V5" Letters

1 2”

.0B0 Aluminum Sheet

WHITE 3M Scotchiite Diamond Grade
Reflective Sheeling See Note 3

1. The sign plate shall be a minimum size of 12X12
inches and fabricated from .080 aluminum sheet
with 1¥2 inch radius corners.

SeeNote 4

2. Font style is Handel Gothic capital fonts.

3. The sign face shall have white 3M diamond-grade reflective sheeting
(3990 series VIP, type IX) applied as abackground.

4. Lettering/graphics shall be one of the following:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to allow
white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucent ink.
c. Both processes (a or b) will accomplish a red field with white copy.

5. Sign to be installed on the wall over the FDC valve, above the FDC and clearly visible from
the roadway.

NWFD Fire Code and Construction Handbook
Chapter 3: Fire Department Signage Page 3-1
Rev. 9/22
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<«— 3" x V2" Letters

See Chapter 3-4
for remote FDC
installation
details.

\ 4

12”

.080 Aluminum Sheet

1. The sign plate shall be a minimum size of
12X12 inches and fabricated from .080
aluminum sheet with 1% inch radius corners.

WHITE 3M Scotchite Diamond Grade
Reflective Sheeting See Note 3

SeeNote 4

2. The sign plate shall be a minimum size of 12 x 12
inches with a thickness of .080 aluminum
construction.

3. Font style is Handel Gothic capital font.

The sign face shall have white 3M diamond-grade
reflective sheeting (3990 series VIP, type IX) applied as a background.

5. Lettering/graphics shall be one of the following:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to
allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucent ink.

c. Both processes (a or b) will accomplish a red field with white copy.

NWFD Fire Code and Construction Handbook
Chapter 3: Fire Department Signage Page 3-2
Rev. 9/22
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ALTERNATE FDC SIGN DETAILS

127

FDC with Building

Number and Address

F.D.C.

PUMP AT

175 PSI

9876

FDC with Pumping
Instructions and
Address

3" x 14"
Letters

3" x 14"
Letters

F.D.C.

AUTO SPRINKLER

WET
STANDPIPE

FDC, Sprinkler and
Wet Standpipe

RES DRY
STANDPIPE
PUMP AT

175 PSI

12548

Residential Dry
Standpipe with
Pumping Instructions
and Address

The sign plate shall be a minimum size of 12X12
inches and fabricated from .080 aluminum sheet
with 1¥% inch radius corners.

Font style is Handel Gothic capital fonts.

3" x 1"
Letters

37 x 147
Letters

F.D.C.

RY

STANDPIPE

Standpipe

FDC with Dry

F.D.C.

PARTIAL SYSTEM

BASEMENT
ONLY

with Location

FDC Partial System

.080 Aluminum Sheet

SeeNote 4

The sign face shall have white 3M diamond-grade reflective sheeting
(3990 series VIP, type IX) applied as abackground.

Lettering/graphics shall be one of the following:

WHITE 3M Scofchite Diamond Grade
Reflective Sheeting See Note 3

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to allow
white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucent ink.

c. Both processes (a or b) will accomplish a red field with white copy.

NWFD Fire Code and Construction Handbook

Chapter 3: Fire Department Signage

Rev. 9/22

Page 3-3
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REMOTE FDC SIGN INSTALLATION

See
. Chapter 3-2 12" .
Front View or 3-3 for Back View
sign details l
<t 12" P
.080 Aluminum Sheet
WHITE 3M Scotchite Diamond Grade
Reflective Sheeting See Note 3
1. The sign plate shall be a minimum size of

SeeNote 4
12X12 inches and fabricated from .080

aluminum sheet with 1% inch radius corners.
Two mounting straps with nut and boltfasteners.
Font style is Handel Gothic capital fonts.

The sign face shall have white 3M diamond-grade reflective sheeting
(3990 series VIP, type IX) applied as abackground.

5. Lettering graphics shall be one of the following:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to
allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucent ink.

c. Both processes (a or b) will accomplish a red field with white copy.

NWFD Fire Code and Construction Handbook
Chapter 3: Fire Department Signage page 3-4
Rev. 9/22
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~.D.C.

AUTOSPRK
BLDG I & 2

NWFD Fire Code and Construction Handbook
Chapter 3: Fire Department Signage
Rev. 9/22
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' FIRE DEPARTMENT SPRINKLER RISER ROOM SIGN

FIRE DEPT.
"2 S PRINKLER B2

(BETWEEN 5/16" & 3/8")

RISER RM.

.080 Aluminum Sheet

WHITE 3M Scotchlte Diamond Grade
Reflective Sheetling See Note 3

See Note 4

pr————————— (&2

1. The sign plate shall be a minimum size of 12 X12 inches and fabricated from .080
aluminum sheet with 1%2 inch radius corners.

Font style is Handel Gothic capitalfonts.

The sign face shall have a white 3M diamond-grade reflective sheeting
(3990 series VIP type IX) applied as abackground.

4, Lettering/Graphics shall be one of thefollowing:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to
allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucentink.

C. Both processes (a or b) will accomplish a red field with whitecopy.

NWFD Fire Code and Construction Handbook
Chapter 3: Fire Department Signage Page 3-6
Rev. 9/22
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'FACP & RISER ROOM IDENTIFICATION SIGN DETAIL

- 2" -

e eroce FACP
RISER

2" LETTERING
518" STROKE ROO M

STORAGE PROHIBITED
11/16" LETTERING

178" STROKE

.080 Aluminum Sheet

WHITE 3M Scotfchite Diamond Grade
Reflective Sheeting 5ee Note 3

SeeNote 4

1. The sign plate shall be a minimum size of
12X12 inches and fabricated from .080
aluminum sheet with 1% inch radius corners.

Font style is Handel Gothic capital fonts.

The sign face shall have white 3M diamond-grade reflective sheeting
3990 series VIP, type IX) applied as a background.

4, Lettering/graphics shall be one of thefollowing:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse
cut to allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucentink.

c. Both processes (a or b) will accomplish a red field with whitecopy.

NWFD Fire Code and Construction Handbook
Chapter 3: Fire Department Signage Page 3-7
Rev. 9/22
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EXTERIOR FACP IDENTIFICATION SIGN DETAIL

12" ]

6" 3" LETTERING
P
380 Aluminum Sheet
_,‘ WHITE 20 4000 Diamond Grads
J_.-"'"-f - *,p'" E?Efumk;" & Shesating
See Mote 4 & 5
1. The sign plate shall be a minimum size of 12X6 inches and fabricated from .080
aluminum sheet with 1% inch radius corners.
Font style is Handel Gothic capital fonts.
The sign face shall have white 3M diamond-grade reflective sheeting
(3990 series VIP, type IX) applied as abackground.
4, Lettering/graphics shall be one of thefollowing:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to
allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucentink.

C. Both processes (a or b) will accomplish a red field with whitecopy.

NWFD Fire Code and Construction Handbook
Chapter 3: Fire Department Signage Page 3-8
Rev. 9/22
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INTERIOR FIRE ALARM CONTROL PANEL SIGNAGE

Signage identifying Fire Alarm Control Panel (FACP) locations inside buildings may be installed in in a
style consistent with other signage installed in the building.

-rE ALARM B FIREALARM

CONTROL PANEL CONTROL
PANEL INSIDE

FIRE ALARM
PANEL

uction Handbool
Chapter 3: Fire Department Signage Page 3-9
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FIRE DEPARTMENT ACCESS SIGN DETAIL

8”

F.D.
ACCESS

This sign is typically used with
gates. See Chapter 6: Automatic
Electric Gates and Chapter 7:
Manual and Pedestrian Gates for
sign placement.

020 Alumdreum Eheed

WHITE 3M 4080 Diamond Grade
OG° Reflecive Sheeling

1. The sign plate shall be a minimum size of 8 x4 inches and fabricated from .080 aluminum
sheet with 1%2 inch radius corners.

Font style is Handel Gothic capitalfonts.

The sign face shall have white 3M diamond-grade reflective sheeting
(3990 series VIP, type IX) applied as abackground.

4, Lettering/graphics shall be one of thefollowing:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to
allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucentink.

C. Both processes (a or b) will accomplish a red field with whitecopy.

NWFD Fire Code and Construction Handbook

Chapter 3: Fire Department Signage Page 3-10
Rev. 9/22
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FDC Signage
Chapter 3.3

F~.D.C.

AUTOSPRK
BLDG 2

=

FIRE DEPT.

SPRINKLER
RISER RM.

Knox Box #3200 Series
installed 5 %2 above
grade

Riser Room
Signage
Chapter 3-6

Chapter 4

Knox FDC Caps
with Swivel Guard
Chanpter 4.1

Fire Lane
Identification
Chapter 2-7

FDC, RISER ROOM, KNOX BOX EXAMPLE

NWFD Fire Code and Construction Handbook

Chapter 3: Fire Department Signage
Rev. 9/22
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WHITE 3M

m Sheet

'm'au:r" d Grode
ting See Noft 3

| (
+——mt——T - )
FIRE DEPT AN
3 | |
 STANDPIPE m \
CONNECTION \ 0 | R
INSIDE ) /
- - |
STANDPIPE SIGN DETAIL C; — ]
} | \l |
// 080 Alurninu
,— g ‘\ '
1. The sign plate shall bel2 X 18 inches and fabricated from e
.080 aluminum sheet with 1% inch radius corners.
2. Font style is Handel Gothic capital fonts.
3. The sign face shall have a white 3M diamond-grade reflective sheeting
(3990 series VIP type IX) applied as a background.
4, Lettering/Graphics shall be one of the following:
a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to allow

white reflective background to show through lettering.

b. Screen printed using 3M 8801 series traffic sign red translucent ink.
C. Both processes (a or b) will accomplish a red field with white copy.
5. Install KNOX BOX SERIES #3200 next to lock on Fire Department access door. See

Chapter 4-1 for Knox box ordering information.

NWFD Fire Code and Construction Handbook

Chapter 3: Fire Department Signage
Rev. 9/22
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SPECIAL FIRE DEPARTMENT FIRE PUMP TEST
HEADER SIGN DETAIL

12" F‘
DO NOT BEZE-=
PUMP ERECS
18 INTO REZIL:E
THESE REZEL-E
FITTINGS grzees

X 3

1. The sign plate shall be a minimum size of 12X18 inches and fabricated from .080
aluminum sheet with 1%2 inch radius corners.

Font style is Handel Gothic capitalfonts.

The sign face shall have a white 3M diamond-grade reflective sheeting
(3990 series VIP type IX) applied as abackground.

4.  Lettering/Graphics shall be one of thefollowing:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to
allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucentink.

C. Both processes (a or b) will accomplish a red field with whitecopy.

Additional kerning between letters as shown.

Mount on four corners.

NWFD Fire Code and Construction Handbook
Chapter 3: Fire Department Signage Page 3-13
Rev. 9/22
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SPRINKLER CONTROL VALVE FOR ZONE
APPLICATIONS SIGN DETAIL

14" '

PN

SPRINKLER

i CONTROL 1%" (15" LETTERING
VALVE FOR

24" (2.25) LETTERING

SPRINKLER VALVE SIGN

Serves Floors 1 thru 4 -
WHITE 3M Scotchlte Diamond Grade
Reflective Sheeting See MNote 3
SeelMote d
1. The sign plate shall be a minimum size of 14 x 14 inches and fabricated from .080

aluminum sheet with 1Y% inch radius corners.
2. Font style is Handel Gothic capital fonts.

3. Thesign face shall have a white 3M diamond-grade reflective sheeting
(3990 series VIP type IX) applied as a background.

4, Lettering/Graphics shall be one of the following:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to allow
white reflective background to show through lettering.

b. Screen printed using 3M 8801 series traffic sign red translucent ink.

C. Both processes (a or b) will accomplish a red field with white copy.

NWFD Fire Code and Construction Handbook
Chapter 3: Fire Department Signage Page 3-14
Rev. 9/22
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POST INDICATOR VALVE SIGN DETAIL

POST INDICATOR
. VALVE SIGN
OPEN OR SHUT
4FT
POST INDICATOR VALVE
POST INDICATOR VALVE GRADE =
PLAN VIEW !
ELEVATION VIEW
B,
TOP VIEW
% é]zms) WHITE
POST INDICATOR YALYE SIGN
12" X 12" .080 ALUMINUM
- 2 }s-' 2125) WHITE
I LETTE&JNG )
‘ ___@% FT LONG HEAYY DUTY gj’fjb i) WEATE
4FT U CHANNEL POST REQUIRED d
g SIGN DETAIL

- CEMENT

Post lndicaior Valve Sign
(FRONT VIEW)

1. The sign plate shall be 12 x 12 inches and fabricated from .080 aluminum sheet with 1%
inch radius corners.

2. Font style is Handel Gothic capital fonts.

3. Thesign face shall have a white 3M diamond-grade reflective sheeting
(3990 series VIP type IX) applied as a background.

4, Lettering/Graphics shall be one of the following:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to allow
white reflective background to show through lettering.

b. Screen printed using 3M 8801 series traffic sign red translucent ink.

C. Both processes (a or b) will accomplish a red field with white copy.

NWFD Fire Code and Construction Handbook

Chapter 3: Fire Department Signage Page 3-15
Rev. 9/22


http://www.arizona811.com/

rd
ISOCLASS 1 * INTERNATIONALLY ACCREDITED
NORTHWEST 13535 N. Marana Main St. | Marana, AZ 85653
ED (520) 887-1010 | www.NWFDAZ.Gov
' ‘ FI R E D ISTRI CT EPNorthwestFire |  EJlorthwestFireDistrict

FIRE DEPARTMENT COMMAND CENTER
SIGN DETAIL

FI RE DE PT' 12" LETTERING WITH

344 STROKE

12 COM MAN D BGEEERCRE LY

.080 Aluminum Sheet

WHITE 3M Scotchlte Diamond Grade
Reflective Sheeting See Note 3

CENTER

SeeNote 4

14"

1. The sign plate shall be 12 X 14 inches and fabricated from .080 aluminum sheet
with 1% inch radius corners.

2. Font style is Handel Gothic capital fonts.

3. The sign face shall have a white 3M diamond-grade reflective sheeting
(3990 series VIP type IX) applied as a background.

4, Lettering/Graphics shall be one of the following:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut
to allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series traffic sign red translucent ink.

C. Both processes (a or b) will accomplish a red field with white copy.

NWFD Fire Code and Construction Handbook

Chapter 3: Fire Department Signage Page 3-16
Rev. 9/22
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'FIRE DEPARTMENT COMMAND CENTER SIGN WITH
KNOX BOX EXAMPLES

FIRE DEPT.

COMMAND
12 x14 sign o
See Chapter
3-16 for sign

detail

Install 5 ¥ feet Knox Key Box #3200 Series
above finished See Chapter 4-1 for details
grade
: gari=S RS ',':‘?_..“-
i e

NWFD Fire Code and Construction Handbook
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